
SCP = Short Circuit Protection

33

DC-DC converters - SiC  - 2.4 watt 
 
Power Series Case Size Input Range Input Voltage (VDC) Output Voltage (VDC) Isolation Regulation SCP n max. Operating Temp. Certification 
 

2.0 2S7SIC_D5.2P SIP7 ±10% 12; 15; 24 +15/-3.0; +15/-5.0; 5.2kVDC • • 80% -40°C - +105°C 
+20/-3.0; +20/-5.0  

2.4 2.4S7SIC_12153.5D6UP SIP7 ±10% 12 +15/-3.5 3.5kVAC / 6kVDC • • 81% -40°C - +105°C  
2.4 2.4S7SIC_122004D6UP SIP7 ±10% 12 +20/-4 3.5kVAC / 6kVDC • • 80% -40°C - +105°C  
2.4 2.4S7SIC_152004D6UP SIP7 ±10% 15 +20/-4 3.5kVAC / 6kVDC • • 83% -40°C - +105°C UL60950 
2.4 2.4S7SIC_151505D6UP SIP7 ±10% 15 +15/-5 3.5kVAC / 6kVDC • • 80% -40°C - +105°C  
2.4 2.4S7SIC_242004D6UP SIP7 ±10% 24 +20/-4 3.5kVAC / 6kVDC • • 80% -40°C - +105°C  

DC-DC converters - RAILWAY - 6, 8, 10, 15, 20, 50, 75, 100 and 150 watt 
 

6 6DMRW4_2.25 1“x1“ 4:1 40-160 5; 12; 15; 24 2.25kVDC • • 86% -40°C - +85°C  

8 8DPRW4_3 DIP24 4:1 13-70; 42-176 3.3; 5; 12; 15; ±5; ±12; ±15 3kVDC • • 86% -40°C - +85°C  

10 10DRW4_2.25 2“x1“ 4:1 40-160 3.3; 5; 12; 15; 24 2.25kVDC • • 85% -40°C - +85°C  

15 15DRW4_2.25 2“x1“ 4:1 40-160 3.3; 5; 12; 15; 24 2.25kVDC • • 86% -40°C - +85°C  

20 20DRW4_2.25 2“x1“ 4:1 40-160 3.3; 5; 12; 15; 24 2.25kVDC • • 86% -40°C - +85°C  

50 50QBR_3 Q-Brick wide 66-160 24 3kVDC • • 92% -40°C - +100°C  

75 75QBR_3 Q-Brick wide 66-160 24 3kVDC • • 92% -40°C - +100°C  

100 100QBR_3 Q-Brick wide 66-160 24 3kVDC • • 92% -40°C - +100°C  

150 150HBRW4_3 H-Brick 4:1 50-160 12; 15; 24 3kVDC • • 91% -40°C - +100°C 


